











INSTALL DRAPER

UNLOADING & ASSEMBLY

NOTE: Right and left side drapers are different lengths. Be sure you have the drapers properly positioned.
Drapers are marked with an identification number. Install as follows:

25 ft. header:

Right side # 33797
Left side # 33796

30 ft. header: Right side # 37293

Left side # 33798

36 ft. header: Right side # 37125

Left side # 37124

To install:
1. Combine Use: For proper feeding, position idler

rollers (A) of side drapers to align with opening (B)
in combine feeder. Note that this will result in side
drapers over-lapping feeder draper.

Windrower: Choose delivery opening size and
connect drapers to suit.

See "Delivery Opening Width" under Header
Operation for procedure.

. Position connector slats at appropriate rows of
holes in draper for your combine. See chart below.

. Install screws (C) with heads leading in direction of
travel.

. Position idler roller to snug up draper and apply
draper tension. See "Draper Tension Adjustment”
in Maintenance/Service section.
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UNLOADING & ASSEMBLY

INSTALL END DEFLECTORS

Install end deflectors (A), both sides, with
3/8 x 3/4 carriage bolts and nuts.

INSTALL QUICK COUPLERS ON HEADER HOSES

Install quick couplers (and, if applicable, hose
extension) supplied with windrower or combine
adapter package at hose (C) (reel drive pressure line -
1/2 NPT) and hose (D) (reel lift line - 1/4 NPT).

NOTE: For combine adapter, couplers are shipped
strapped to hydraulic pump, under drive cover.

For windrower adapter, they are shipped inside
adapter leg.

INSTALL QUICK COUPLERS
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UNLOADING & ASSEMBLY

Preparing for Combine Use

The following 3 pages are related specifically to preparing for combine use. For Windrower Preparation
see page 90.

IMPORTANT: Hydraulic pressure in return line from header must be kept below 300 psi (2 MPa) to prevent
damage to pump and motor seals. DO NOT INSTALL ANY HYDRAULIC MOTORS (for example, a chaff
spreader) or other device that would restrict return flow or increase pressure. Failures resulting from the
addition of such attachments will not be covered under MacDon Warranty.

INSTALL DELIVERY OPENING PANELS
(shipped with combine adapter)

Install panels (C) both sides of delivery opening with
3/8 x 3/4 carriage bolts and nuts (2 per panel).

NOTE: The purpose of the panels is to align header
opening with the opening in combine feeder. To
achieve this on the John Deere 9500 and 7720, as
well as the Case IH 1460 and 1660: Remove panel
extensions from their storage position on panels (C)
and reinstall in position (D) to provide narrower
opening.

INSTALL CROSS AUGER

1. Install auger at delivery opening using 1/2 x 1 inch
bolts and lockwashers at (A), both sides.
NOTE: Auger flighting should clear panel exten-
sions (E) by 1/2 inch (13 mm). Choose from three
sets of mounting holes in auger supports (F) to
achieve this clearance.

2. Connect hose (G) from motor to coupler (H) at
header left leg (orange to orange). Blue coupler ¥
(J) and red coupler (K) wil be connected to : i i,
combine adapter, but can be coupled for storage. ATTACH AUGER

e ——
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ROUTE HOSE FROM MOTOR THRU HOLE ATTACH HYDRAULICS AT LEG
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" UNLOADING & ASSEMBLY

Preparing for Combine Use (continued)
POSITION CHAIN CASE ON COMBINE ADAPTER

1. Remove pivot bolt (A) and swing chain case out to
working position. Replace bolt (A).

PIVOT CHAIN CASE TO WORKING POSITION

INSTALL FEEDER DRAPER ON COMBINE ADAPTER

Remove rear mount (A) (two bolts) from right hand side of feeder draper assembly.

Remove feeder draper carrier frame (B) from adapter frame.

Remove two bolts (D) and remove right hand side from carrier frame.

Remove idler roller pivot bolt at (E), allowing idler roller to be moved inward.

Align splice in draper (where there is a gap in the belt on underside) with drive roller and slide feede!
draper on, ensuring belt on underside engages grooves (C) on left side.

Reassemble and apply draper tension (see Maintenance/ Service section).

Ensure rear of feeder draper is free to float up or down.

LA ol

N

REMOVE SUPPORTS - INSTALL DRAPER

88



UNLOADING & ASSEMBLY

Preparing for Combine Use (continued)

ATTACH ADAPTER TO COMBINE

Attach combine adapter package to feeder
housing of combine. See Mounting Instructions
Insert Sheet for details on your particular make of
combine.

IMPORTANT: Before attaching adapter to com-
bine, place 4" (100 mm) blocks (A) under rear of
adapter, and 12" (300 mm) blocks (B) under front
lip of adapter.

NOTE: Place rear blocks under float links, outside
of delivery opening.

NOTE: Hydraulic hose lengths and couplings are
provided based on the latest available information
from combine manufacturers. Should these not be
suitable for a particular model or production
series, modify or purchase the necessary compo-
nents.

ATTACH HEADER

A

See page 26 for "Attaching Header to Combine".
When attached, continue with Assembly Instruc-
tions on page 91.

CAUTION: Read the Operator's Manuals
carefully to familiarize yourself with
procedures and controls before
attaching header to combine.
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UNLOADING & ASSEMBLY

Preparing for Windrower Use

This page of instructions is related specifically to
preparing the windrower tractor for the harvest
header.

For other tractor preparation, see Windrower
Operator’s Manual.

1. CAUTION: For increased tractor
stability, add weights to weight bar at
rear of tractor.

- 25 ft. header - 150 Ibs. (70 kg)
- 30 ft. header - 350 Ibs. (160 kg)
- 36 ft. header - 450 Ibs. (205 kg)

Additional weight may be required in hilly
areas. INSTALL MOUNTING LEGS ON LINKAGE

2. Install windrower mounting legs on tractor lift
linkages (A).

IMPORTANT: Leg with drive shaft must be
installed on |eft side.

Install retainer pin (B) and secure with hair pin
(both sides).

3. At 4-way valve under left front corner of cab:

a. Remove elbow (C) and female coupler (D).

b. Install hose supplied with windrower adapter
legs.

c. Install coupler (D) on other end of hose.

d. Route hoses 1o left lift leg. See "Attaching the
Header". Ensure the extreme left foot pedal
in cab is in the "toe-down" position, to allow
proper oil flow to the draper drives. Acciden-
tal movement of this pedal from the toe-down
position will stop or reverse the drapers. A
valve position lock is available from your
Dealer.

REMOVE ELBOW AND COUPLER -
INSTALL HOSE

4. If a pick-up reel is to be installed, it may be nec-
essary to add an "Auxiliary Float Spring Kit" to
the tractor to achieve required float.

Installation instructions are included with the kit,
available from your Windrower dealer.

5. Attach driveline (E) to header drive pulley shaft
(F) on tractor and to shaft (G) at left mounting
leg. Tighten clamp yoke bolts, both sides.

6. To prevent improper mixing of oils, if header is to
be switched back and forth from combine to _ 5 _
windrower, change oil in windrower hydraulic ' ' :
system to match combine hydraulic system. See ATTAGH BRIVELINE
Windrower Operator's Manual for oil change
details. Q0




UNLOADING & ASSEMBLY

ATTACH HEADER

CAUTION: Read the Operator's Manuals carefully to familiarize yourself with procedures and
controls before attaching header to windrower or combine.

See page 13 for "Attaching Header to Windrower Tractor" or page 26 for "Attaching Header to Combine".

BLEED HYDRAULIC SYSTEM
Header Lift Cylinders

Raise and lower header a few times to allow trapped air to pass back to the reservoir.

Reel Lift Cylinders

CAUTION: Take care during this procedure as air in the system can cause the ree! to raise and
lower ematically. Keep body and hands out from under reel and reel support arms.

IMPORTANT: If a pick-up reel is installed: To prevent twisting damage to reel, complete this procedure
before installing finger pitch adjustment bolts. See Pick-Up Reel Operator's Manual.

1. Fully lower header and reel.

CAUTION: Bleed screw (A) may be
forced from hole by hydraulic pressure.
Do not loosen screw too quickiy or too
far.

2. SLOWLY loosen bleed screw (A) in left hand
reel lift cylinder.

3. Start engine and activate reel lift. Right hand
cylinder will reach full extension first, then oil
will pass to left hand cylinder. (For 36 ft.
header, sequence will be: center cylinder, R/H
cylinder, L/H cylinder.)

4. Continue to activate reel lift until oil comes out
around bleed screw.

EL LIFT CYLINDER BLEED SCREW

5. Tighten bleed screw.

ADJUSTMENTS & CHECKS

Perform final adjustments and checks as listed on the "Pre-Delivery Checklist" (yellow insert) to ensure the
machine is field-ready. Use the Operator's Manual for directions.

o1
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