<table>
<thead>
<tr>
<th>Size</th>
<th>15' (4.6 m)</th>
<th>20' (6.1 m)</th>
<th>25' (7.6 m)</th>
<th>30' (9.1 m)</th>
<th>35' (10.6 m)</th>
<th>40' (12.2 m)</th>
<th>45' (13.7 m)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Weight* Single Knife Drive</td>
<td>2780 lb (1258 kg)</td>
<td>3265 lb (1484 kg)</td>
<td>3667 lb (1660 kg)</td>
<td>4370 lb (1981 kg)</td>
<td>4808 lb (2181 kg)</td>
<td>5197 lb (2352 kg)</td>
<td>-</td>
</tr>
<tr>
<td>Weight* Single Knife Drive with CA25</td>
<td>-</td>
<td>-</td>
<td>5717 lb (2590 kg)</td>
<td>6420 lb (2911 kg)</td>
<td>6858 lb (3111 kg)</td>
<td>7247 lb (3282 kg)</td>
<td>-</td>
</tr>
<tr>
<td>Weight* Double Knife Drive</td>
<td>3872 lb (1758 kg)</td>
<td>4812 lb (2178 kg)</td>
<td>5019 lb (2277 kg)</td>
<td>5704 lb (2593 kg)</td>
<td>5990 lb (2711 kg)</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>Weight* Double Knife Drive with CA25</td>
<td>-</td>
<td>-</td>
<td>5922 lb (2683 kg)</td>
<td>6862 lb (3108 kg)</td>
<td>7069 lb (3207 kg)</td>
<td>7754 lb (3523 kg)</td>
<td>8040 lb (3641 kg)</td>
</tr>
</tbody>
</table>

Knife: Type / Drive / Speed
- Single or double knife (depending on size and application)
- Hydraulic, MacDon design enclosed oil bath Wobble Box(es)
- Single knife windrower 1300 to 1500 spm, double knife windrower 1500 to 1900 spm, single knife combine 1050 to 1400 spm, double knife combine 1100 to 1700 spm

Guard Types Available
- Pointed DHT (double heat-treated), pointed CH (case-hardened), stub SM (sheet metal hold-down, forged bottom guard), stub F (forged top and bottom)

Reel: Type / Drive / Speed / Fingers
- Model pick-up reel, 5 or 6 bat, 2 piece (double) or single, flip-over design, cam-leading finger control
- Hydraulic / SP windrower to 0 to 85 rpm, combine 0 to 67 rpm (varies depending on combine model) / HD plastic, 6" (152 mm) spacing, 11" (279 mm) length

Conveyor: Type / Drive / Speed / Delivery
- 4.16" (1057 mm) wide 24 oz (680.4 g) rubber skin-coated drapers, reversible double V-guide with tracking, integral seal on leading edge
- Hydraulic / Windrower 0 to 742 ft/min, combine 0 to 464 ft/min / Mechanical or hydraulic deck shift (SP windrower only), opening width 60.6" (1539 mm) to 76.7" (1948 mm)

Field Installed Options
- Upper cross auger, stabilizer wheels, slow-speed transport with stabilizer wheels and other specialty option kits

*All listed weights are approximations and will vary depending on header configuration. Check with your dealer for combine ratings.