<table>
<thead>
<tr>
<th>Specification</th>
<th>FM100 Single Knife Drive</th>
<th>FM100 Double Knife Drive</th>
<th>FM100 Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>Size</td>
<td>30’ (9.1 m)</td>
<td>35’ (10.6 m)</td>
<td>40’ (12.2 m)</td>
</tr>
<tr>
<td>Weight</td>
<td>7460 lb (3384 kg)</td>
<td>7760 lb (3520 kg)</td>
<td>8230 lb (3733 kg)</td>
</tr>
<tr>
<td>Weight</td>
<td>-</td>
<td>-</td>
<td>8800 lb (3992 kg)</td>
</tr>
</tbody>
</table>

**Knife: Type / Drive / Speed / Guards**

- Single or double knife / Hydraulic, MacDon design enclosed oil bath wobble box(es) / 1050 to 1400 rpm, varies depending on header size / Pointed DHT (double heat-treated), strong, mud-resistant profile

**Reel: Type / Drive / Speed / Fingers**

- Pick-up reel, 2-piece (double), flip-over design, cam-leading finger control / Hydraulic / 0 to 67 rpm, varies depending on combine model / 279 mm (11”) length, wear-resistant HD plastic, 102 mm (4”) spacing

**Conveyor: Type / Drive / Speed**

- 1057 mm (41.6”) width, reversible 680.4 g (24 oz) rubber skim-coated drapers, double V-guide with tracking, integral seal on leading edge / Hydraulic / 0 to 194 m/min (0 to 63 ft/min) depending on combine model

**Standard Features**

- Adapters for most current model combines, hydraulic fore-aft reel positioner, hydraulic header tilt, cutterbar poly wear plates, auto-header height with header angle and ground pressure indicators

**Field-Installed Options**

- Upper cross auger, stabilizer wheels, in-cab side draper speed control, slow speed transport, lateral tilt automatic header height control

*All listed weights are approximations and will vary depending on header configuration. Check with your dealer for combine ratings.*

Weight includes FM100 Float Module: The FM100 Float Module weighs approximately 2400 lb (1089 kg); this number varies by combine model.